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GROUNDWATER SAMPLING AND ANALYSIS SUMMARY (CONTINUED)

WELL ID. DATE TOTAL DEPTH OF HYDROGEOLOGIC MONITORING ANALYTICAL
DEPTH OF SLOTTED
CONSTRUCTED BOREHOLE INTERVAL UNIT SLOTTED - FREQUENCY METHOD
(FEET) (Feet bgs)
TMW-15 2/4/99 92 62-87 Bellflower Aquitard Quarterly VOC: EPA Method 8260
MNA*
TMW-16 1/29/99 825 56.5-76.5 Bellflower Aquitard Quarterly VOC; EPA Method 8260
MNA*
WCC-58 11/24/87 91 60.5-91 Bellflower Aquitard Quarterly VOC; EPA Method 8260
MNA*
WCC-10S 6/7/89 90.8 60-90 Bellflower Aquitard Semi-Annual VOCs; EPA Method 8260
THP, EPA Method 8015M
WCC-118 9/12/90 91 61-90 Bellflower Aquitard . VOC; EPA METHOD
Semi-Annual 3260 MNA*
ASTM American Society for Testing Materials *Monitored Natural Attenuation Parameters include:
bgs Below ground surface
EPA Environmental Protection Agency e VOCs EPA Method 8260
GC/FID Gas Chromatography/Flame lonization detector e Carbon dioxide ASTM Standard D1946
MNA Monitored natural attenuation e Dissolved oxygen Not Applicable
TPH Total petroleum hydrocarbons e Nitrate EPA Method 353.3
e  Sulfate EPA Method 375.4
e Tron (D) EPA Method 6010
e  Methane/Ethane/Ethene EPA Method 18 (GC/FID)
e Redox potential Field Measurement
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